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ARCHITECTURE

The top level of organization in the Nord Stage is the Program,
which includes selected Piano, Synth, and Organ sounds, the
effects setups, and their parameter settings. One of each Piano,
Synth, and Organ can be layered together into a Panel, and there
are two Panels per Program, A & B. The Panels can also be used
together, providing the potential for 2 Pianos, 2 Organs, and 2

Synths all with their own effects,

zone, and parameter setups

to be used together within a single Program.

There are 21 Program Pages on the Nord Stage, and 6 sound
locations per page, providing room for 126 Programs of your own
design, each capable of storing simple or complex setups.

The six different instrument sections can be individually controlled
via MIDI, thus making the Nord Stage a truly 6-part multitimbral

instrument.

MODELS

The Nord Stage comes in
three different models, 88,
76 and Compact. The 88
and 76 both feature
weighted hammer-action
keyboards while the
compact is equipped

with a semi-weighted
organ (waterfall

profile) keyboard.
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Compact

R

Other than keyboard type and the number of accessories available,
all three models share the same set of features.

FREE UPGRADES

OS upgrades, Piano samples and

Programs can be downloaded free

of charge from www.clavia.se

ACCESSORIES

The Nord Stage 88/76 can be
fitted with legs reminiscent of
a classic electric piano. The
legs are very easy to assemble
and disassemble for transport.
The legs are optional and sold
separately.

An easily attachable note stand
is also available for the 88/76
models. (Revision B models only)

A semi-hard, padded, custom-
sized gig bag with wheels is
available for safe and comfortable
transportation.

TECHNICAL SPECIFICATIONS

GENERAL

Master Level control

Wooden Pitch Stick

Modulation Wheel

21 x 6 Program Locations

2 Live Buffers

2 Individual Panel Setups

3 Morph sources (Modulation
Wheel, Control Pedal,
Aftertouch)

COMMON SECTION
PARAMETERS

Level Control
Zone (split assignment) control

ORGAN SECTION

B3 Tone wheel organ

Vox Continental

Farfisa

Full Polyphony

9 digitally Controlled Drawbars
Percussion Controls

Vibrato / Chorus Control
2-Part Multitimbral (2 manuals)

PIANO SECTION

2 Acoustic Grands

2 Upright Pianos

3 Electric pianos (Mk |, II, V)
Wourlitzer A200 electric piano
Clavinet D6

CP-80 Electric Grand

40-60 Voices Polyphony

4 Selectable Velocity Curves
Clavinet EQ Controls

2-Part Multitimbral

SYNTH SECTION

10 Analog Modeling Waveforms -
includes Dual Saw, Hard Sync
and PWM

2 & 3 Operator FM synthesis

32 Wavetables

16 Voices Polyphony

Unison Control - with no reduction
in polyphony

Timbre Controls

Amplitude Envelope

Modulation Envelope

12/24 dB LowPass Filter with
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2-Band Equalizer
2-Part Multitimbral

INSTRUMENT EFFECTS

Unit One- Ring Modulator,
Tremolo, Pan, Wah 1, Wah 2,
AutoWah

Unit Two - 2 Flangers,

2 Phasers, 2 Choruses

Delay - includes Ping
Pong and Tap-

Tempo Function

Amplifier/Speaker
Simulation -
includes Equalizer
and Overdrive

Rotary Speaker
- selectable Speed
and Overdrive

MASTER EFFECTS

Compressor
Reverb - 5 algorithms

KEYBOARD

88/76: Weighted hammer action
keys

Compact: 73 semi-weighted
organ (waterfall profile) keys

Aftertouch

Supports 3 split zones with visual
LED indication

CONNECTIONS

4 assignable Audio Outputs
Stereo Headphone Output
Sustain Pedal

Rotor Pedal

Organ Swell Pedal

Control Pedal

MIDI In

MIDI Out

USB

DIMENSIONS  LxHxD mm /inches

88: 1297x121x342 / 51x4.5x13
76: 1132x121x342 / 45x4.5x13
Compact: 1111x102x295 / 44x4x12

WEIGHT

Resonance 88:18.5kg/411b

300 Memory Locations, 3 76:16.5 kg / 36 Ib
categories Compact: 9.7 kg / 211b
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